
FAST TRACK  
FLOORING SOLUTIONS
ARDEX Screeds & Screed Renovation Systems
Traditional sand/cement screeds can take months to dry, but ARDEX screeds 
can receive floorcoverings after only 4 hours, regardless of thickness
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Our company’s heritage dates back 

more than 50 years and, as a global 

manufacturer of high performance 

speciality building materials, ARDEX has 

remained at the forefront of the UK flooring 

and tiling industries.

Operating across 50 sites worldwide, we are a premium supplier of  

sub-floor preparation and tiling products. ARDEX products have been 

specified on many prestigious projects, from the world’s largest shopping 

mall in Dubai, to London’s most iconic hotel, The Savoy.

As well as providing RIBA approved CPD seminars, which allow sub-floor 

preparation products to be specified with confidence, ARDEX strives to 

promote professionalism, technical excellence and best practice within the 

construction industry.

ARDEX manufacture products you can trust; all of our products are 

produced in accordance with ISO 14001 and ISO 9001.

When specifying ARDEX you can rely on our expert team for ongoing 

support at every stage of the process, from rapid response to specification 

writing, to installation visits and on-site testing. National Building 

Specification clauses provide best practice, guidance and support for 

your specifications, and we regularly partner with complementary product 

manufacturers to provide project warranties.

Our purpose-built training facility enables us to bring all parties involved in 

an ARDEX specification together, from the client through to the main or  

sub-contractors, ensuring total confidence in the specification and 

subsequent on-site application.

For the latest and most up to date information and advice, visit the 

ARDEX CPD ACADEMY at:

www.ardexcpdacademy.com
The academy allows you to earn CPD points by taking one of our RIBA 

approved CPD seminars online. Technical guidance, product information 

and project case studies are available to download, making the ARDEX 

CPD ACADEMY an essential tool in the specification process.
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Traditional sand/cement screeds can take months to dry, but ARDEX screeds that 

incorporate the unique ARDEX RAPIDRY FORMULA Technology, can receive floorcoverings, 

including ceramic tiles, after only 4 hours, regardless of thickness.

These unique rapid setting and hardening properties mean that a BRE screed test can be carried 

out after only 6 hours as opposed to a conventional screed which must be left for at least 2 weeks.

In addition, the floor can be trafficked after only 3 hours, rather than having to wait for 7 days with a 

traditional screed, as per BS 8204. 

ARDEX Fast Track  
Floor Screeding Products

ARDEX RAPIDRY FORMULA

To cope with the demands of the industry, many projects require fast 

turnarounds that minimise downtime and disruption, and allow fast 

track installations by facilitating the early laying of floorcoverings.

ARDEX RAPIDRY FORMULA Technology is the ability to totally bind the water used for 

mixing, within the mortar, ensuring rapid drying and hardening properties, regardless of 

application thickness.

ARDEX RAPIDRY PLUS FORMULA has the same properties as RAPIDRY, but with the 

additional benefit of being suitable for exterior use
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ARDeX A 38
Rapid Hardening and Drying Cement for  
Floor Screeds in Internal or External Locations

ARDEX A 38 is a special cement for producing 
a rapid setting, rapid hardening and rapid 
drying floor screed for internal and external use, 
including swimming pools.  

Traditional sand/cement screeds can take months to dry, but an ARDEX A 38 

screed can receive tiles after only 4 hours, regardless of thickness.

After only 1 day the compressive strength and tensile bending strength of 

an ARDEX A 38 screed exceeds the acceptable minimum attained by an 

ordinary cement screed after 28 days. ARDEX A 38 can be used to produce 

a bonded screed, unbonded floor screed laid onto a membrane, or floating 

floor screed laid onto a compressive quilt/insulating material.

• Walk on after 3 hours

•  Receives ceramic and natural stone tiles directly after only 4 hours for 

bonded, unbonded and floating screeds

•  Receives resilient, wood finishes and vinyl floorcoverings after 48 hours

• For internal and external use, including wet and submerged areas

• Test with a BRE Screed Tester after only 24 hours

ARDeX e 100 
Additive to Improve Screeding, Rendering and Repair Mortars, and for Bonding/Slurry Grouts

ARDEX E 100 is diluted with an equal volume of water to prepare a grouting slurry for bonded screeds, 
when mixed with ARDEX A 38 Rapid Hardening and Drying Cement for Floor Screeds.

2012 Olympic Games Aquatics Centre, London

Mix Proportions:  Maximum 1 part weight 
ARDEX A 38 screeding 
cement to 5 parts by weight 
screeding sand

Bonding/Grouting Slurry:  Dilute ARDEX E 100 with an 
equal volume of water

Coverage:   1:5 Mix = 0.31kg/m²/mm

Application Thickness:   Bonded screed 15–50mm, 
Unbonded screed minimum 
50mm, Floating screed 
65-75mm (65mm for 
domestic locations only)

Working time:  60 minutes at 20°C

Compressive Strength:   After 28 days:  
1:5 Mix 45.0 N/mm²

5



ARDeX A 35
Rapid Setting and Ultra Rapid Drying 
Cement for Internal Floor Screeds

ARDEX A 35 is a special cement for producing a 
rapid setting and ultra rapid drying floor screed 
for internal use.  

Traditional sand/cement screeds can take months to dry, but an ARDEX A 35 

screed can receive floorcoverings after only 24 hours, regardless of thickness.

After only 1 day the compressive strength and tensile bending strength of an 

ARDEX A 35 screed exceeds the acceptable minimum attained by an ordinary 

cement screed after 28 days. ARDEX A 35 can be used to produce a bonded 

screed, unbonded floor screed laid onto a membrane, or floating floor screed 

laid onto a compressive quilt/insulating material.

• Walk on after 3 hours

•  Receives floorcoverings, including ceramic tiles, after 24 hours regardless 

of thickness

•  Receives resilient and textile floorcoverings after 4 hours when smoothed 

with ARDEX A 55

• Test with a BRE Screed Tester after only 6 hours

Mix Proportions:  Maximum 1 part weight 
ARDEX A 35 screeding 
cement to 4 or 5 parts, 
depending on mix design,  
by weight screeding sand

Bonding/Grouting Slurry:  Dilute ARDEX P 51 with an 
equal volume of water

Coverage:   1:4 Mix = 0.37kg/m²/mm 
1:5 Mix = 0.31kg/m²/mm

Application Thickness:   Bonded screed 15–50mm, 
Unbonded screed minimum 
50mm, Floating screed  
65-75mm (65mm for 
domestic locations only)

Working time:  60 minutes at 20°C

Compressive Strength:   After 28 days:  
1:4 Mix 40.0 N/mm² 
1:5 Mix 32.0 N/mm²

ARDeX A 35 MIX  
Rapid Drying Pre-Blended Screeding and Screed Repair Mortar for Internal Use 

All the benefits of ARDEX A 35, but pre-blended with the correct mix of cement and sand for 
convenience i.e. in locations where access is limited.  Can also be used for rapid screed repairs.

ARDeX A 55  
Ultra Rapid Drying Self Smoothing Compound  

Can be used immediately after the use of ARDEX A 35 to smooth the surface and allow 
resilient and textile floorcoverings to be applied after only 4 hours.

ARDeX p 51 
Concentrated Water-Based Primer and Bonding Agent  

ARDEX P 51 is diluted with an equal volume of water to prepare a grouting slurry for bonded 
screeds, when mixed with ARDEX A 35 Rapid Setting and Ultra Rapid Drying Cement for 
Floor Screeds.
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ARDeX A 23
Rapid Hardening Cement for Floor Screeds

ARDEX A 23 is a special cement for producing 
a rapid hardening floor screed, with a 1:7 mix 
suitable for most screeding applications.   

ARDEX A 23 can be used to produce a bonded, unbonded and floating 

floor screed for internal use. Traditional sand/cement screeds can take 

months to dry, but an ARDEX A 23 screed can receive tiles after only 48 

hours, and resilient floor finishes after 6 days.

• Rapid hardening – walkable after 8 hours

• Install ceramic tiles after 48 hours and natural stone after 72 hours

• Install resilient and wood floor finishes after 6 days

• Test with a BRE Screed Tester after 24 hours

• A 1:7 mix is suitable for most screeding applications

• Suitable for use with underfloor heating

• Pumpable for fast application

Mix Proportions: Maximum 1 part by weight of  
  ARDEX A 23 screeding cement to 

 7 parts by weight screeding  sand

Bonding/Grouting Dilute ARDEX P 51 with an  
Slurry: equal volume of water

Coverage:  1:7 mix = 0.27kg/m2/mm

Application Bonded screed: Minimum 20mm 
Thickness: (design thickness up to 40mm) 
   Unbonded screed: >50mm 

Floating screed: >65-75mm

Working time:  30 minutes at 20°C

Compressive (Using 0-8mm graded aggregate) 
Strength: 7 days: 21 N/mm² 
 28 days: 30 N/mm² 

ARDeX p 51 
Concentrated Water-Based Primer and Bonding Agent  

ARDEX P 51 is diluted with an equal volume of water to prepare a grouting slurry for bonded screeds, 
when mixed with ARDEX A 23 Rapid Hardening Cement for Floor Screeds.

The National Gallery, London
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ARDeX e 100
Additive to Improve Screeding, Rendering and Repair 
Mortars, and for Bonding/Slurry Grouts

ARDEX E 100 is an acrylic-based dispersion for use with screeds 
in internal and external locations.  

•  Improves the elasticity and the compressive and tensile strengths of the modified mortar

•  Improves the workability and plastic properties of the mortar, without increasing the water content

•  Reduces early age crack formation and surface dusting of screeds, while increasing their  

abrasion resistance

•  Use with ARDEX A 38 Rapid Hardening and Drying Cement for Floor Screeds as a bonding  

slurry/grout

The Savoy Hotel, London
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ARDEX EP 2000 is a solvent-free, low viscosity, 
two-component epoxy resin for sealing cracks in 
screeds and concrete, and for priming sub-floors 
with unstable surfaces.

Once hardened, ARDEX EP 200 is water, frost and weather resistant,  

with a high inherent strength.

• Fills and repairs cracks in screeds and concrete

• Can receive loads after 24 hours

• Resistant to chemicals

•  Easily mixed and can be poured into cracks, or applied with  

a roller to the surface

ARDEX PSRS is a solvent-free, two-component 
epoxy resin designed to strengthen and restore 
poorly compacted and low strength screeds that do 
not meet the required in-situ crushing resistance.  

•  Penetrates into the defective screed, filling voids resulting from poor 

compaction

•  Overnight renovation of screeds – Rapid installation reducing overall  

construction time

•  Consolidated screeds meet the BS-8204-1 Soundness Category A 

requirement for floor screeds

• Low odour and solvent-free

ARDeX ep 2000
Multi-Functional Epoxy Resin

ARDeX pSRS
Penetrating Screed Renovation System
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LeveLLING AND SMOOTHING COMpOUNDS

ARDITeX NA 
Ultra Rapid Setting Latex Sub-Floor Levelling and  
Smoothing Compound 

ARDITEX NA can be used to smooth and level most sub-floors, without 
the need to prime, prior to the installation of the final floorcovering.  

•  Receives floorcoverings after 4 hours

•  Unaffected by moisture, can be used 
over or under an ARDEX Damp Proof 
Membrane

•  Can be applied up to 30mm with 
the inclusion of ARDEX Coarse 
Aggregate

ARDeX K 15 NeW 
Rapid Drying Self-Levelling Sub-Floor Smoothing Compound 

ARDEX K15 NEW is virtually tension free, and designed to rapidly 
level and smooth hard sub-floors prior to applying most types of 
floorcovering. 

•  Rapid hardening, walkable in 2 hours

•  Regardless of thickness, 
floorcoverings can be applied the 
next day

•  Can be applied up to 35mm thick 
with the inclusion of ARDEX Coarse 
Aggregate

SCReeD RepAIRS

ARDeX ARDURApID A 45 
Rapid Hardening and Drying Internal Repair Mortar 

ARDEX ARDURAPID A 45 is ideal for repairing damaged areas in 
screeds and concrete i.e. holes and cracks, prior to the application 
of a smoothing and levelling compound, or the final floorcovering.

ARDeX A 46 
Rapid Setting and Hardening External Repair Mortar  

ARDEX A 46 is ideal for repairing damaged areas in screeds 
and concrete, i.e. holes and cracks, prior to the application of a 
smoothing and levelling compound, or the final floorcovering.

• Rapid Hardening and drying, receives 
finishes after 90 minutes, regardless 
of thickness

 • Slump free, making it ideal for 
vertical and horizontal repairs

• Can also be used to create ramps 
from 20mm down to feather edge

• Rapid Hardening, receives finishes 
after 2-3 hours, regardless of 
thickness

• Slump free, making it ideal for 
vertical and horizontal repairs

• Can be used below an ARDEX DPM

• Can also be used to create ramps 
from 30mm down to 2mm
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ARDEX also manufacture a 

range of high performance tiling 

products, including waterproof 

protection coats, renders, 

adhesives, grouts and silicones.  

For further information on 

products from our tiling and 

flooring ranges, or to download 

technical datasheets or literature, 

please visit www.ardex.co.uk

The ARDEX Technical Services department  
is available to answer any questions

01440 714939 
technical.services@ardex.co.uk
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For the full product range and the most up to date technical and safety datasheets visit: 

www.ardex.co.uk
To take RIBA approved CPD seminars online visit  

www.ardexcpdacademy.com

ARDeX UK LIMITeD
Homefield Road Haverhill Suffolk CB9 8QP United Kingdom

Telephone: 01440 714939
Fax: 01440 716640

Email: info@ardex.co.uk

ARDeX online: www.ardex.co.uk
www.ardexcpdacademy.com


